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Model information document relating to EU type-approval of a type of (or a 
type of a vehicle with regard to) an installation of audible warning device(s) 

system 

A. General information  Comments 

2. General information concerning systems, 
components or separate technical units  

 

2.1. Make(s) (trade name(s) of 
manufacturer):  

 

2.2. Type:  
 

2.2.1. Commercial name(s) (if available):  
 

2.2.2. Type-approval number(s) (if available):  
 

2.2.3. Type-approval(s) issued on (date, if 
available):  

 

2.2.4. For components and separate technical 
units, location and method of attachment of 
the type-approval mark(s) (if available):  

 

2.3. Company name and address of 
manufacturer:  

 

2.3.1. Name(s) and address(es) of 
assembly/manufacture plants:  

 

2.3.2. Name and address of manufacturer's 
authorised representative (if any):  

 

2.4. For systems and separate technical units, 
vehicle(s) for which they are intended 
for:  

 

2.4.1. Type:  
 

2.4.2. Variant(s): 
 

2.4.3. Version(s):  
 

2.4.4. Commercial name(s) (if available):  
 

2.4.5. Category, subcategory and speed index of 
the vehicle:  

 

25. Audible warning device(s)  
 

25.1. Component type-approval for an audible 
warning device granted according to the 
requirements for N-category vehicles in the 
UNECE Regulation No 28 (OJ L 323, 
6.12.2011, p. 33), with relevant 
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documentation included in the information 
document: yes/no 

25.2. Summary description of device(s) used:  
 

25.3. Drawing(s) showing the location of the 
audible warning device(s) in relation to the 
structure of the vehicle:  

 

25.4. Details of the method of attachment, 
including the part of the vehicle structure to 
which the audible warning device(s) is 
(are) attached:  

 

25.5. Electrical/pneumatic circuit diagram:  
 

25.5.1. Voltage: AC/DC 
 

25.5.2. Rated voltage or air pressure: ___________________________V / kPa 

25.6. Drawing of the mounting device: 
 

 


